<table>
<thead>
<tr>
<th>Item</th>
<th>Qty</th>
<th>Description</th>
<th>Total Price</th>
<th>Total Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1)</td>
<td>1</td>
<td>Isokinetic Dynamometers</td>
<td>$37,550.00</td>
<td>$44,900.00</td>
</tr>
<tr>
<td>2)</td>
<td>1</td>
<td>Research tool Kit, includes AUX output to EMG</td>
<td>$0.00</td>
<td>$1,500.00</td>
</tr>
<tr>
<td>3)</td>
<td>1</td>
<td>Extended 12 month warranty</td>
<td>$2,195.00</td>
<td>$2,900.00</td>
</tr>
<tr>
<td>4)</td>
<td>1</td>
<td>Freight</td>
<td>$1,095.00</td>
<td>$1,900.00</td>
</tr>
</tbody>
</table>

Discounts

Totals

$51,200.00

Net 30 Days

1 year parts / labor

3-4 weeks ARO

6 weeks installed with training

214560

3/26/2018

BUSINESS CLASSIFICATION

SB

Biodex did not meet the required specifications.
The required specs are as follows:
1. The Eccentric maximum speed is 500 deg/sec.
1a. Biodex Eccentric maximum speed is 300 deg/sec.
2. The Eccentric maximum torque is 500 ft/lb.
2a. Biodex Eccentric maximum torque is 400 ft/lb.
3. The minimum passive and Isotonic torque is 0.1 ft/lb.
3a. Biodex minimum passive and Isotonic torque is 0.5 ft/lb.

The bid is awarded total low to CSMi Medical Solutions as the apparent lowest responsible bidder, meeting specifications.